INSTALLATION INSTRUCTIONS

Gauge Mounting Plates
1. Choose suitable location for aluminum plate – any flat or gently curved surface at least 2-3/4” wide and of appropriate length will do.
2. Check for adequate clearance for gauge cup(s) and wiring harness and/or tubing to windshield, dash or interior trim.
3. Mark mounting surface for mounting screw hole(s), Velcro patch or contact adhesive area.
4. Assemble gauge cup base(s) to aluminum plate, adjust base(s) to desired orientation and torque stainless steel screws enough to collapse split-ring lock washers.
5. Prepare gauges with wires, tubing & harnesses as required.

6. Assemble gauge cup(s) to their base plate(s) with stainless steel bolts – insert housing through clamp ring as needed & rotate to hide slot.

7. Install gauge(s) into their respective cup(s) until seated and rotate to correct viewing angle.
8. Tighten stainless steel bolts just enough to clamp gauge in properly clocked position.

9. Drill holes for mounting screws or use self-adhesive Velcro or contact cement on mounting surface.

10.  Mount gauge plate with cup(s) & gauge(s) installed to mounting surface &   

            tighten stainless steel mounting hardware as applicable.

11.  Rotate gauge within cup to final desired viewing angle.

12.  Angle clamp ring on base plate to desired position for best viewing and tighten stainless steel bolts.
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